
AIR FILTER
INLINE 

FAN 

SUPPLY AIR ROUND 
CEILING DIFFUSERS

SOUND PROVE 
ACUSTIC DUCT 
BETWEEN FAN

NUDE DUCT FOR THE 
REST CONNECTION 

Y PIECE FOR ALL 
OUTLET CONNECTION 

SVS SYSTEM-R SERIES STANDARD 
ROOF SPACE FUNCTION LAYOUT

WWW.MINGFANS.CO.NZ

FIRE PLACE OR AIRCON

 

MASTER BEDROOM 
SUPPLY AIR

BEDROOM TWO 
SUPPLY AIR

BEDROOM ONE  
SUPPLY AIR

LIVING ROOM 
SUPPLY AIR

WALL MOUNT 
CONTROLLER
MODEL SVS-

WALL 

WALL MOUNT 
CONTROLLER



18C
Room Temp 

Set Temp

23C

Winter Time Ventilation Mode 
Room Temp Below Set Temp-low speed

Auto

25C
Room Temp 

Set Temp

23C

Winter Time Ventilation Mode 
Room Temp above Set Temp

Auto

COOL ON

25C
Room Temp 

Set Temp

20C

Summer Time Ventilation mode
Room Temp above set Temp

Auto

18C
Room Temp 

Set Temp

20C

Summer Time Ventilation Mode 
Room Temp Below Set Temp

Auto

HEAT ON

SVS-R
WINTER & SUMMER MODE FUNCTION 

Winter Time Ventilation Mode  
Recommend set 23~25C

Summer Time Ventilation Mode  
Recommend set 20C



PVS RH 
COOL &HEAT MODE FUNCTION 

WE SET UP EVERYTHING  TO SUIT THIS SYSTEM 
IF CUSTOMER STILL WANT TO RESET SOME SETTING 
PLEASE READ THE SETUP BOOKLET CAREFULLY BEFORE SET UP .

28C
Room Temp 

Set Temp

23C

CONTROL FUNCTION 

Auto

COOL ON

MODE CHANGE

WINTER/SUMMER(CONTROL 
BY TEMPERATURE) AND 
FAN(MANUALLY FAN SPEED)

HEAT ON

FANSPEED 

HIGH MED LOW 
AND AUTO 

SETTING TEMPERTURE 

INC/DEC SETTING 
TEMPERTURE

ON/OFF

FAN SPEEDS

OFF

SET UP MENU TURN CONTROL OFF SCREEN 
SHOW "OFF"

LONG PRESS 4BARS FOR MORE THAN 6S 



R SERIES MODE  SETTING 
WINTER VENTLATION MODE 

RECOMMEND SET 23-25C 

R SERIES MODE  SETTING 
SUMMER VENTLATION MODE 

RECOMMEND SET 20C 

WWW.MINGFANS.CO.NZ

AIR FILTER
INLINE 

FAN 

Y PIECE FOR DIFFEENT 
OUTLET CONNECTION 

SUPPLY AIR ROUND 
CEILING DIFFUSERS

SOUND PROVE ACUSTIC DUCTING 
BETWEEN FAN 

NUDE DUCTING FOR THE REST 
CONNECTION 

TAPE AND FIT ALL GRILLES IN 
POSITION 

POSITION AND MARK OUT WITH TEMP 
PLATE FOR HEAT TRANSFER GRILLES 

AND AIR SUPPLY GRILLES IN BED ROOM 
AND LIVING ROOM  

CEILING

POSITION MOST OF ITEM IN ROOF 
SPACE FAN MUST NOT INSTALL ON TOP 

OF BEDROOM RECOMMEND IN 
BATHROOM OR PASSAGEWAY AND FAN 
MUST HANG TO SUPPORTING TIMBER

HANG 
WITH 
BUNGEE 
CORD

JOIN UP ALL DUCTING AND TAPE AIRTIE
USE ACOUSTIC DUCTING BETWEEN FRONT 
AND BACK OF THE FAN 
FAST CLAMP FOR FAN ONLY 

TWO FAST 
CLAMP FOR 
FAN INLET 
AND OUTLET 

CONNECT UP AIR FILTER

TWO FAST 
CLAMP FOR 
FAN INLET 
AND OUTLET 

SVS R SERIES
WALL MOUNT MODEL 

PREWIRE AND TESTED 
CUTOFF WIRE AND EXTEND 

WIRE BY ELECTRIAN 

1.BLUE

2.BROWN LIVING

5.LOW

3.HIGH

4.MED

FINAL STEP  
POWER UP 

DO NOT POWER UP 
TILL ALL CONTROLLER  
WIRING DONE 

10&12

sensor 
roofspace

Position  sensor 
any where 
roofspace
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AIR FILTER
INLINE 

FAN 

Y PIECE FOR DIFFEENT 
OUTLET CONNECTION 

SUPPLY AIR ROUND 
CEILING DIFFUSERS

SOUND PROVE ACUSTIC 
DUCTING BETWEEN FAN 
NUDE DUCTING FOR THE 

REST CONNECTION 

FILTER

ACUSTIC DUCTING SOUND 
PROVED BETWEEN FAN 

CUT TO SUIT COME WITH 6M  
RECOMMEND 1-2M AT FRONTOF 

FAN TO FILTER REST TO THE BACK 
OF FAN TO FRIST Y/T BRANCH 

NUDE DUCT TO 
EVERY ROOM 

WALL MOUNT 
CONTROLLER
MODEL SVS-

WALL 


